Technical Features

System Type

AN/

Italy series

/

Bass Reflex

Frequency Response

38 Hz - 20 KHz

Nominal Impedence

6 Ohm

Bass Reflex

32 Hz - 20 KHz
6 Ohm

Sensitivity 92 dB 1mt./1W 93 dB 1mt./1W
Crossover Frequency 700/2000 Hz - 6/12 dB oct. 500/2000 Hz - 6/12 dB oct.
Power RMS 150 Watts 200 Watts

Recommended Power Amplifier

10 : 200 Watts

Imput System

Bi-Wiring

Components: Woofer

2x170 mm. - coil 38 mm.

Mid

102 mm. — coil 25 mm.

Tweeter

Silk Soft Dome 25 mm.

Wooden Horn

Omniray GZ 4"

Cabinet

19/40 mm. Mdf Black

Finish

16 mm. Wood Cherry/ Walnut/Natural

15 : 250 Watts
Bi-Wiring

2x210 mm. - coil 38 mm.
2x102 mm. — coil 25 mm.
Silk Soft Dome 25 mm.
Omniray GZ 4”

22/40 mm. Mdf Black

19 mm. Wood Cherry/ Walnut/Natural

Dimensions cm (h x w x d)

h 102,5 x 23,5 x p 27,5

Net Weight

21 kg
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